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Robust and durable attachments – 
with the right amount of innovation

While our development work is focused on practical, 
real-world solutions for you, our professionally trained 
engineering team always ensures a robust, precise, and 
therefore long-lasting design of our attachments. We 
believe this is the only approach that truly makes sense. 
 
Numerous patents and utility models demonstrate our 
commitment to innovation. Continuous development is 
essential for us in order to meet our customers’ expecta-
tions and the constantly evolving demands of the market.

Your attachment manufacturer with
decades of experience in front-
mounted equipment for compact
loaders/Hoftracs, wheel and 
telescopic loaders, as well as 
tractors, for commercial, 
agricultural, and municipal use.

D. MEHRTENS MASCHINENTECHNIK GMBH

Experience that fits – 
attachments for  
over 20 years

www.mehrtens-gmbh.de

ARE YOU FACING 
A PROBLEM? 

WE BUILD THE 
SOLUTION.
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D. MEHRTENS MASCHINENTECHNIK GMBH

Efficient spreading.
Precise distribution.
Whether it’s a cubicle, feeding table, or narrow stable aisle – our attachments 
for spreading and distributing provide tailored solutions for a wide range of 

requirements. From the robust distributor to the versatile straw spreader and 
specialized spreading devices, each model impresses with high efficiency, 

strong throughput, and easy handling. With self-loading, even material 
discharge, and smart design, they are ideal for daily use – even with coarse 

materials like horse manure, chopped bales, or lime-straw mixtures.
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BEDDING MACHINE*

Efficiency 
redefined:  
the Mehrtens 
bedding machine
Wood shavings, sawdust, or straw – our robust 
machine handles it all effortlessly, saving time 
and reducing labor.

KEY FEATURES AT A GLANCE:

Self-loading Flexible discharge

The shovel-like design allows direct filling  
without additional conveying equipment.

Throwing distance up to 4 meters – both to the left 
and right.

Versatile use Optimal container design

Perfect for wood shavings, sawdust, or chopped 
straw – ideal for all applications.

Even axle load distribution ensures stable handling, 
even under the most demanding conditions.

Power with coarse materials Robust and durable

The bedding machine is especially effective with  
coarse lime-straw mixtures and horse manure.

The reinforced conveyor belt with an additional fabric 
layer ensures an exceptionally long service life.

Standard with agitator Suitable for larger loaders

For consistent and precise processing – every time. The sturdy construction also makes the device ideal 
for larger loaders – reliability guaranteed.

Ergonomic filling  

Thanks to the container design, filling is quick and 
effortless.

	 * Standard equipment includes Weidemann HV or 
Euro-Norm mounting. Other mounting systems 
are available on request for an additional charge. 
Note for loaders with Z-kinematics: please con-
sult us to ensure optimal adaptation.

VERSATILE. 
ROBUST. 

RELIABLE.

Discover 
our product 
video:
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EG 1602S

Bedding Machine – our models:

Type EG 801 EG 901 EG 1001 EG 1201 EG 1401 EG 1601 EG 1602S EG 1801S

Overall width 1.050 mm 1.150 mm 1.350 mm 1.550 mm 1.750 mm 1.750 mm 2.000 mm 2.200 mm

Mounting width 1.000 mm 1.100 mm 1.200 mm 1.400 mm 1.600 mm 1.800 mm 1.800 mm 2.200 mm

Internal container 
dimensions 800 mm 900 mm 1.000 mm 1.200 mm 1.400 mm 1.600 mm 1.600 mm 1.800 mm

Volume 1,25 m³ 1,35 m³ 1,45 m³ 1,65 m³ 1,85 m³ 2,05 m³ 2,50 m³ 2,80 m³

Weight 330 kg 340 kg 350 kg 370 kg 390 kg 410 kg 610 kg 640 kg

Belt motors 1 1 1 1 1 1 2 2

Requirements:   Required hydraulic connections: 1 × double-acting (DW)	   Required oil flow: min. 30 l / min

Our bedding machine is the perfect  
helper for fast, efficient, and  
convenient bedding distribution.
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COMPACT. 
PROTECTED. 

WELL DESIGNED.

Your requirements, our solutions. 

Customize your Mehrtens bedding machine! With 
smart optional features, you can improve dosing 
accuracy and spreading performance.

OPTIONAL FEATURES 
BEDDING MACHINE

For a perfectly 
matched 
spreading 
system.

To reduce the throwing distance

Deflector plates for feeding
Reduced throwing distance when 
feeding maizeand TMR. Foldable 
for optional use during operation.

For spreading with lime

Dosing plates for lime
With quantity reduction for 
measured distribution in cubicles. 
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For tractor rear hydraulics

Tractor mounting
With tipping device. Suitable 
for mounting on a tractor’s rear 
hydraulic system.

For handling square bales

Bale extension
Quick and tool-free to attach 
and remove thanks to robust 
quick-release clamps – ideal 
for flexible use.

For spreading digestate

Digestate paddles 
Also suitable for retrofitting thanks 
to the bolt-on design.

For a reduced overall width

Repositioned hydraulic motor
By repositioning, the motor is 
better protected as it is less 
exposed (standard on EG 801  
and EG 901).

For supporting the device on the ground

Support wheels
Especially suitable for smaller 
loaders. Provides better weight 
distribution on slatted floors.

For longer service life

Internal relief line
Reduces peak pressures and 
sudden loads, protecting 
hydraulic lines and motors.

Additional blades for improved breakdown

Special agitator shaft 
Ideally suited for breaking up 
square bales of straw, horse 
manure, or mixtures with a high 
straw content.

For quantity reduction 

Dosing plates
Reduces the applied quantity 
when spreading wood shavings 
and pellets.

For easier filling

Rollers under the skids 
Reduce wear on the machine. 
Thanks to the bolt-on design, they 
are also suitable for retrofitting.
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KEY FEATURES AT A GLANCE:

High throughput Clear view of distribution

Even with horse manure and coarse mixtures,  
bedding the cubicles is fast and efficient.

Front mounting provides optimal forward visibility –  
the operator always has a clear overview  
of the working area.

Ideal for bale processing Self-loading

Breaks up and distributes chopped silage  
round bales and chopped square bales.

Saves time and makes handling easier.

Large filling capacity Compact & maneuverable

Particularly efficient with grass silage,  
as the feed is still compacted.

Flexible use in tight spaces due to its narrow width.

Effective loosening

During distribution, the material is effectively  
loosened and achieves an optimal structure.

COMBI FEEDER*

Versatility  
for bedding  
and feeding 
The perfect solution for farms that want to handle 
both bedding and feeding efficiently, evenly, and 
with minimal wear using a single device. Unlike 
the bedding machine, the combi feeder features 
a wider conveyor belt for higher throughput. Its 
shorter throwing distance is ideal for wide lying 
areas and for feeding. MAXIMUM 

FLEXIBILITY. 

Discover 
our product 
video:

	 * Standard equipment includes Weidemann HV or 
Euro-Norm mounting. Other mounting systems are 
available on request for an additional charge.
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Combi Feeder – our models:

Type KV 911 KV 1011 KV 1211 KV 1311 KV 1411 KV 1511 KV 1811

Overall width 1.100 mm 1.350 mm 1.550 mm 1.650 mm 1.800 mm 1.900 mm 2.200 mm

Mounting width 1.100 mm 1.200 mm 1.400 mm 1.500 mm 1.600 mm 1.700 mm 2.000 mm

Internal container 
dimensions 900 mm 1.000 mm 1.200 mm 1.300 mm 1.400 mm 1.500 mm 1.800 mm

Volume 1,40 m³ 1,55 m³ 1,85 m³ 2,00 m³ 2,15 m³ 2,30 m³ 2,75 m³

Weight 390 kg 430 kg 490 kg 510 kg 520kg 550 kg 680 kg

Requirements:   Required hydraulic connections: 1 × double-acting (DW)   Required oil flow: min. 35 l / min

  Required power connection: 1 × 12V, 2-pin

KV 1811

KV 1411

Our combi feeder is suitable for both 
bedding cubicles and distributing 
grass and maize silage.
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For handling square bales

Bale extension
Quick and tool-free to attach 
and remove thanks to robust 
quick-release clamps – ideal 
for flexible use.

For easier filling

Rollers under the skids 
Reduces wear on the device. 
Thanks to the bolt-on design, also 
suitable for retrofitting.

Your requirements, our solutions.

Make your Mehrtens combi feeder even more 
versatile – explore the options and tailor your 
device perfectly to your needs!

OPTIONAL FEATURES
COMBI FEEDER

More flexibility 
for your  
Combi Feeder.

COMPACT. 
PROTECTED. 

SMART.
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For aggressive material removal

Full blade set
All attachment points on the 
roller are fitted with blades, 
ensuring very aggressive 
material removal by the roller.

Greater carry with light material

Conveyor belt  
attachment crowns
Mounted on the lugs of the 
conveyor belt. Allows better 
handling of light materials. One 
set includes 3 pieces.

For increased spreading width

Second belt motor 
Improves discharge of heavy 
material to both sides.

For stepless speed control

Flow control valve for 
dosing roller
Allows stepless adjustment 
of the dosing roller speed 
(possible in one direction only).

For stepless speed control

Flow control valve  
for conveyor belt
Allows stepless adjustment 
of the conveyor belt speed 
(possible in one direction only).

For longer service life

Internal relief line
Reduces peak pressures and 
sudden loads, protecting 
hydraulic lines and motors.

For tractor rear hydraulics

Tractor mounting
With tipping device. Suitable 
for mounting on a tractor’s 
rear hydraulic system.

For reducing throwing distance

Impact plates for feeding
Reduces throwing distance when 
delivering maizeand TMR. Foldable 
for optional use during operation.

For precise feed placement

Slow-running conveyor belt
Hydraulic motor on the conveyor 
belt provides more torque at lower 
speed, allowing precise placement 
with minimal throwing distance.
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	 * Standard equipment includes Weidemann HV or 
Euro-Norm mounting. Other mounting systems are 
available on request for an additional charge.

KEY FEATURES AT A GLANCE:

Self-loading and easy operation Efficient use of material

Simple loading without additional aids. Save up to one-third of straw  
through targeted spreading.

Versatile bale processing Suitable for small loaders

Suitable for square, round,  
and tightly compressed bales.

Fully functional even with lower machine power.

Straw & silage with one device Compact, maneuverable & clear

Effortlessly breaks up straw and chopped silage. Ideal for narrow stalls and tight aisles. 
Front mounting ensures full visibility at all times.

Even discharge Low-dust and smooth operation

Clean, uniform distribution of material,  
even in confined spaces.

Comfortable to handle – quiet, clean, and low-wear.

Wide spreading system (SH 1601)

Optionally available for even greater spreading widths.

STRAW SPREADER*

Maximum 
performance with 
minimal effort
The straw spreader handles breaking up and sprea-
ding bales – even with tightly compressed straw and 
in confined spaces. Easy to operate, powerful in use, 
and particularly efficient in material consumption.

POWERFUL. 
COMPACT. 

UNCOMPROMISING.
Discover 
our product 
video:
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Straw Spreader – our models:

Type SH 1401 SH 1501 SH 1601

Overall width 1.680 mm 1.780 mm 1.880 mm

Mounting width 1.600 mm 1.700 mm 1.800 mm

Internal container 
dimensions 1.400 mm 1.500 mm 1.600 mm

Volume 2,15 m³ 2,30 m³ 2,45 m³

Weight 480 kg 500 kg 540 kg

Requirements:   Required hydraulic connections: 1 × double-acting (DW)	   Required oil flow: min. 30 l / min

For reducing straw quantity

Bolt-on reduction plate
Allows for finer, more controlled 
spreading.

For wide straw spreading

Wide spreading system
Throwing disc under the outlet. 
Available only for SH 1601.

Carry more volume

Bale extension
An additional length of 1,200 mm 
allows more material to be carried 
per pass.

OPTIONAL FEATURES STRAW SPREADER 

SH 1401

Equipped with two rollers as standard,  
the machine is also suitable for breaking 
up straw with smaller loaders.
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PATENTED 
SYSTEM. 

EXCLUSIVELY  
AVAILABLE 
FROM US.

CUBICLE LEVELER*

Cubicle care 
made easy
The cubicle leveler effortlessly loosens even 
heavily compacted material – quickly, precisely, 
and without heavy manual labor.

KEY FEATURES AT A GLANCE:

Mechanical loosening and leveling No more manual labor

Easily and effortlessly work up compacted bedding. Eliminates strenuous manual work entirely.

Effortless and precise smoothing Compact dimensions

Even heavily compacted bedding is leveled with ease. Ideal for narrow aisle widths.

Enormous time savings Maneuverable design

Faster progress without extra effort. Hydraulic lift to vertical transport position.

BPS 1600 swivels left and right

Ideal for distributing light materials such as  
wood shavings or similar bulk goods.

BP 1200

	 * Standard equipment includes Weidemann HV or 
Euro-Norm mounting. Other mounting systems are 
available on request for an additional charge.
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Targeted work to the left or right 

Dual operation
A check valve allows the two 
sides of the cubicle leveler to be 
controlled individually – particularly 
useful for short passes.

For mounting on both sides

Dual-side mounting
Allows the cubicle leveler to 
be mounted on either side. 
Pay attention to the auger’s 
working direction.

For work on the right side

Right-hand working  
direction 
Allows operation on the right 
side. Note: the auger shape 
also changes accordingly.

Cubicle Leveler – our models:

Type BP 1200 BP 1400 BPS 1600

Working width 1.200 mm 1.400 mm 1.600 mm

Auger diameter 300 mm 300 mm 300 mm

Height in working position 700 mm 700 mm 900 mm

Overall width when extended 2.400 mm 2.600 mm 2.800 mm

Weight 180 kg 190 kg 190 kg

Required oil flow 30 l / min 30 l / min 20 l / min

Requirements:   Required hydraulic connections: 1 × double-acting (DW)	   Required oil flow: min. 20–30 l / min

OPTIONAL FEATURES CUBICLE LEVELER

BPS 1600

BP 1400

Perfect for mechanically loosening 
compacted bedding in stalls. 
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COMPACT & 
FEED- 

OPTIMIZED.

KEY FEATURES AT A GLANCE:

For grass and maize silage Slatted floor included

Ideally suited for distributing a wide variety of feed. Ensures continuous feed advance.

Effective loosening Clear view with front mounting

Increases feed intake and ensures  
even feed placement.

Optimal control of feed distribution  
directly from the driver’s seat.

Large filling capacity with grass silage Compact design

Compacted feed allows particularly  
high throughput per fill.

Fits through narrow aisles – ideal for tight stall areas.

Self-loading Low-wear & durable

Hydraulic tine carrier option makes  
self-loading even easier.

Robust construction for daily use under high loads.

Two dosing rollers standard

Ensures consistent and controlled feed delivery.

FEED DISTRIBUTOR*

Powerful 
performance 
for precise feed 
placement
The feed distributor ensures even and loosened 
placement of grass and maize silage – with clear 
visibility, large capacity, and minimal effort.

	 * Standard equipment includes Weidemann HV or 
Euro-Norm mounting. Other mounting systems are 
available on request for an additional charge.
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Compact design thanks to the  
space-saving rear-mounted oil engine.

Feed Distributor – our models:

Type SV 911 SV 1011 SV 1211 SV 1411 SV 1001ZT

Overall width 1.080 mm 1.280 mm 1.480 mm 1.660 mm 1.280 mm

Mounting width 1.080 mm 1.200 mm 1.400 mm 1.600 mm 1.200 mm

Internal container 
dimensions 880 mm 1.000 mm 1.200 mm 1.400 mm 1.000 mm

Volume 1,30 m³ 1,55 m³ 1,85 m³ 2,15 m³ 1,85 m³

Weight 290 kg 320 kg 380 kg 490 kg 490 kg

Requirements:   Required hydraulic connections: 1 × double-acting (DW)	   Required oil flow: min. 30 l / min

  Required power connection: 1 × 12V, 2-pin

SV 911

SV 1001ZT

SV 1011

OPTIONAL FEATURES FEED DISTRIBUTOR

Compact design

Repositioned hydraulic motor
Repositioning the hydraulic motor reduces the 
overall width of the distributor. Standard on the 
SV911; available as an option for all other models.

SV 911
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Maize Container – our models:

Type MC 1011 MC 1211

Overall width 1.300 mm 1.500 mm

Internal container dimensions 1.000 mm 1.200 mm

Volume 0,93 m³ 1,12 m³

Weight 275 kg 290 kg

Requirements:   Required hydraulic connections: 1 × double-acting (DW)   Required oil flow: min. 30 l / min

  Required power connection: 1 × 12 V, 2-pin

MC 1211MC 1011

	 * Standard equipment includes Weidemann HV or 
Euro-Norm mounting. Other mounting systems are 
available on request for an additional charge.

MAIZE CONTAINER*

Specialized feed 
distribution
Robust solution for efficient maize silage 
feeding. Ideal for daily use on the farm – clean, 
practical, and time-saving. The maize container 
is a lightweight version of the feed distributor.

PERFECTLY 
SUITED FOR 

MAIZE SILAGE.
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For loosening the feed

Agitator shaft
Improves feed intake and feed 
utilization by the animals.

MC 01

OPTIONAL FEATURES MAIZE CONTAINER 

MOUNTINGS

Versatile mounting – 
perfectly matched to 
your carrier vehicle
All attachments in the “Spreading and Distributing” category come 
standard with KG1 mounts. Please specify when ordering which 
mount you require and which loader the device will be used with.

	Please inform us if your loader 
is equipped with Z-kinematics.

Standardized and individually connectable

KG1 | Standard mounting

•	 Weidemann mount (hydraulically lockable)
•	 Euro-Norm mount (Euro mount according to DIN EN 15000 standard)

KG2 | Special mounting

In addition to the standard mounts, we offer a wide range of customized solutions.  
Special mounts are precisely tailored to your carrier vehicle, allowing optimal adaptation to specific requirements.

COMPATIBLE 
FACTORY-READY, 

CUSTOMIZABLE TO 
YOUR NEEDS.
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Custom-made 
production in 
Germany
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D. MEHRTENS MASCHINENTECHNIK GMBH

Efficient loading.
Safe stacking.

Flexible transporting.
Whether on the construction site, in the warehouse, or in agriculture – 

wherever material is moved, every detail counts. Our reliable attachments 
are built for top performance in loading, safe stacking, and dependable 

transporting. Robust, versatile, and precise – discover solutions that turn 
your machines into true all-rounders.
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EARTH BUCKET

Earth Bucket – our models (teeth available on request):

Type SGS 1050 SGS 1100 SGS 1350 SGS 1400 SGS 1500 SGS 1600

Overall width 1.050 mm 1.100 mm 1.350 mm 1.400 mm 1.500 mm 1.600 mm 

Volume 0,29 m3 0,32 m3 0,38 m3 0,40 m3 0,43 m3 0,58 m3

Weight 110 kg 120 kg 135 kg 140 kg 150 kg 170 kg

EARTH BUCKET (SGS)*

SGS earth bucket –  
robustly built 
for maximum 
performance
With reinforced construction, standard overflow 
protection, and a durable Hardox cutting edge 
(150 × 16 mm), the SGS earth bucket ensures 
safe handling and long service life. Its shorter 
design provides greater dumping height 
compared to the LGS model. 

Dimensions for all earth buckets:
HEIGHT: 650 MM | DEPTH: 750 MM

LIGHT MATERIAL BUCKET

OPTIONAL FEATURES EARTH BUCKET

COMPARISON 
EARTH & LIGHT 

MATERIAL 
BUCKET

Even more efficient digging

Gravel teeth
Better performance with heavily 
compacted materials and soils.

Clean leveling

Rear scraper edge
The rear scraper edge enables clean 
leveling and backfilling when reversing – 
ideal for precise grading work.
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Lorem ipsum.LIGHT MATERIAL BUCKET (SGS)*

High capacity 
and durable for 
continuous use
Ideal for handling light but high-volume bulk 
materials such as wood chips, compost, or grain. 
Reinforced corners provide additional stability 
and reliably protect the light material bucket 
during frequent loading and unloading. 

Dimensions for all light material buckets: 
HEIGHT: 780 MM | DEPTH: 1000 MM

Light Material Bucket – our models with cutting edge (90 × 22 mm):

Type LGS 0870 LGS 1000 LGS 1050 LGS 1100 LGS 1200 LGS 1250

Overall width 870 mm 1.000 mm 1.050 mm 1.100 mm 1.200 mm 1.250 mm 

Volume 0,28 m3 0,50 m3 0,54 m3 0,56 m3 0,58 m3 0,62 m3

Weight 120 kg 130 kg 135 kg 140 kg 150 kg 160 kg

Light Material Bucket – our models with cutting edge (150 × 16 mm):

Type LGS 1300 LGS 1350 LGS 1400 LGS 1500 LGS 1600

Overall width 1.300 mm 1.350 mm 1.400 mm 1.500 mm 1.600 mm

Volume 0,68 m3 0,70 m3 0,72 m3 0,77 m3 0,82 m3

Weight 170 kg 175 kg 180 kg 190 kg 200 kg

BUILT FOR  
LIGHT MATERIALS. 
ROBUST & HIGH-

CAPACITY.

	 * Standard equipment includes Weidemann HV or 
Euro-Norm mounting. Other mounting systems are 
available on request for an additional charge.
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Light Material Bucket – our models with one-piece upper grab (1 cylinder):

Type LGSK 1000 LGSK 1100 LGSK 1200-1

Overall width 1.000 mm 1.100 mm 1.200 mm 

Height 650 mm 650 mm 650 mm

Depth 1.000 mm 1.000 mm 1.000 mm

Weight 180 kg 190 kg 200 kg

Light Material Bucket – our models with one-piece upper grab (2 cylinders):

Type LGSK 1200 LGSK 1300 LGSK 1400 LGSK 1500-1 LGSK 1600-1

Overall width 1.200 mm 1.300 mm 1.400 mm 1.500 mm 1.600 mm 

Height 650 mm 650 mm 650 mm 650 mm 650 mm

Depth 1.000 mm 1.000 mm 1.000 mm 1.000 mm 1.000 mm

Weight 210 kg 220 kg 230 kg 240 kg 250 kg

Light Material Bucket – our models: with two-piece upper grab (2 cylinders):

Type LGSK 1500-2 LGSK 1600-2 LGSK 1700-2 LGSK 1800

Overall width 1.500 mm 1.600 mm 1.700 mm 1.800 mm 

Height 650 mm 650 mm 650 mm 650 mm

Depth 1.000 mm 1.000 mm 1.000 mm 1.000 mm

Weight 255 kg 260 kg 265 kg 275 kg

Upper grab

With one-piece upper grab (1 cylinder)
Upper grab

With one-piece upper grab (2 cylinders)
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Upper grab

With two-piece upper grab (2 cylinders)
Especially suitable for loaders with Z-kinematics.

Flexible operation

Bolt-on side panels
Removable for tasks such as cleaning out or 
transporting bulky materials like beech wood.

For secure gripping and holding

Long grab tines
Allow deeper penetration into the material and 
improve holding of bulky or voluminous goods.

OPTIONAL FEATURES 
LIGHT MATERIAL BUCKET

Practical extras 
for every 
requirement

GRAB CLOSES IN FRONT OF THE WALL
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Manure Fork – our models:

Type DUNGFORK 0870 DUNGFORK 1000 DUNGFORK 1100 DUNGFORK 1200

Overall width 870 mm 1.000 mm 1.100 mm 1.200 mm

Tines 5 6 6 7

Tine length 800 mm 800 mm 800 mm 800 mm

Weight 75 kg 99 kg 119 kg 145 kg

Crocodile Fork – our models with one-piece upper grab (1 cylinder):

Type  KROKO 0850 KROKO 0870 KROKO 1000 KROKO 1101

Overall width 850 mm 870 mm 1.000 mm 1.100 mm

Tines 5 5 6 6

Tine length 600 mm 800 mm 800 mm 800 mm

Weight 125 kg 135 kg 146 kg 156 kg

CROCODILE FORK*

Grip more,  
lose less
The crocodile fork, consisting of robust tines in 
the fork and upper grab, is the ideal solution for 
transporting bulky or hard-to-grasp materials 
such as silage, manure, or brushwood.

MANURE FORK*

Versatile for 
manure, compost, 
and silage
With its robust construction and precise tine holder, 
the manure fork ensures efficient loading, moving, 
and spreading of manure, compost, or silage.
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Stone Bucket – our models:

Type SSG 1200 SSG 1400 SSG 1600

Overall width 1.200 mm 1.400 mm 1.600 mm

Weight 170 kg 180 kg 190 kg

With one-piece upper grab With two-piece upper grab

Type OGS 1200 OGS 1400 OGS 1600 1400 1600

Overall width 1.200 mm 1.400 mm 1.600 mm 1.400 mm 1.400 mm

Cylinder 1 2 2 2 2

Weight 215 kg 230 kg 240 kg 260 kg 270 kg

Crocodile Fork – our models with one-piece Upper grab (2 cylinders):

Type KROKO 1200 KROKO 1300 KROKO 1400

Overall width 1.200 mm 1.300 mm 1.400 mm 

Tines 6 6 6

Tine Length 800 mm 800 mm 800 mm

Weight 198 kg 212 kg 240 kg

Crocodile Fork – our models with two-piece upper grab (2 cylinders):

Type KROKO 1100 KROKO 1300 KROKO 1402 KROKO 1600 KROKO 1800

Overall width 1.100 mm 1.300 mm 1.400 mm 1.600 mm 1.800 mm

Tines 7 8 8 9 10

Tine length 800 mm 800 mm 800 mm 800 mm 800 mm

Weight 216 kg 245 kg 260 kg 290 kg 320 kg

	* Standard equipment in-
cludes Weidemann HV 
or Euro-Norm mounting. 
Other mounting systems 
are available on request 
for an additional charge.

The two-piece upper grab 
is especially suitable for 
loaders with Z-kinematics.

STONE BUCKET*

Designed for the 
heaviest loads
Our stone buckets are designed for transporting 
stones and bulk materials. Thanks to their sturdy 
construction and optimal shape, they can handle 
heavy loads and demanding applications.
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BALE FORK*

Bale handling 
made easy
Whether in the field, barn, or during 
transport – the bale fork is the ideal 
attachment for efficient handling of 
round and square bales.

Bale Fork – our models:

Type BALLENSP BALLENSPIESS BALLENSP 1600

Version Bale Fork Standard Bale Fork Heavy-Duty Bale Fork Heavy-Duty

Overall width 1.000 mm 1.400 mm 1.600 mm

Tines 2 3 3

Tine length 800 mm 1.100 mm 1.100 mm

Weight 50 kg 110 kg 120 kg

PALLET FORK*

Precision meets 
load capacity
Our robust pallet forks enable safe and efficient 
handling of pallets, mesh boxes, and other loads. 
Ideal for agriculture, construction, or industry.

	 * Standard equipment includes Weidemann HV or 
Euro-Norm mounting. Other mounting systems are 
available on request for an additional charge.

Flexible Width Adjustment

Bolt-on side panels
Easy to replace when worn. Protect the 
bucket sides and extend the service life 
of the attachment.

OPTIONAL FEATURES STONE BUCKET
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Waste Handling Bucket – our models:

Type SGSENT ** SGSENT140

Overall width 1.100 mm 1.400 mm

Weight 205 kg 238 kg

** Only available with Weidemann HV mount.

For more efficient operation

Teeth
Mounted at approximately 25 cm intervals.

For fexible applications

Bolt-on side panels
Removable for tasks such as cleaning out or 
transporting bulky materials like beech wood.

OPTIONAL FEATURES WASTE HANDLING BUCKET

WASTE HANDLING BUCKET*

Optimal transport 
of brushwood
The bucket is angle-optimized and offers a very wide 
opening angle. Standard features include protected 
rear-mounted cylinders, and it comes without bolt-on 
side panels or teeth on the cutting edge. Ideally suited 
for Hoftracs and compact loaders.
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CONTAINER*

Ideal for barn, yard, 
and municipal use
Can be picked up and set down with a wheel or tele-
scopic loader. Thanks to the swivel and fixed castors, 
the DC container is easy to move by hand and can 
be emptied using the loader’s tipping function. The 
loader remains available during the container’s filling.

KEY FEATURES AT A GLANCE:

Versatile use Efficient operation

Perfect for collecting horse manure,  
leaves, and other materials.

The loader remains available for other tasks.

Easy to transport Easy to move

Can be picked up with a wheel or telescopic  
loader and set down at the work site.

The DC model comes standard with  
two fixed and two swivel castors.

Container – our models:

Type DC 1250 DC 1500 DC 1750 DC 2000 EC 1250 EC 1350 ENT

Overall width 1.250 mm 1.500 mm 1.750 mm 2.000 mm 1.250 mm 1.350 mm 1.250 mm

Height 1.000 mm 1.000 mm 1.000 mm 1.000 mm 800 mm 800 mm 1.000 mm

Depth 1.000 mm 1.000 mm 1.000 mm 1.000 mm 800 mm 800 mm 800 mm

Volume 1,10 m3 1,30 m3 1,55 m3 1,75 m3 0,80 m3 0,85 m3 1,00 m3

Wheels ✓ ✓ ✓ ✓

Support feet ✓ ✓

With opening flap ✓

EC

DC

ENT
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Maximum durability

Galvanized container
For exceptionally high 
resistance to corrosion 
and weathering.

Smooth operation on any surface

Air-filled support wheels (set)
For especially easy maneuvering – 
even on soft or uneven ground.

Greater stability under heavy loads

Heavy-duty support wheels 
(set)
The wheels ensure safe and 
stable movement of the container, 
even when heavily loaded.

OPTIONAL FEATURES CONTAINER

Customize 
your container 
according to 
your needs.

Robust top protection

Galvanized lid
For additional weather 
protection. The galvanized lid 
effectively shields the container 
interior from rain and dirt.

Fully protected – top and front

Galvanized lid (top/front)
This option provides extra 
protection at the front – ideal 
for outdoor storage or longer 
periods of non-use.

QUICK TO  
LOAD, EVEN 
FASTER TO 

EMPTY.
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Clean sweeping.
Thorough brushing. 
Effortless pushing.
Whether in the yard, barn, or on your premises – wherever cleanliness 
matters, strong helpers are needed. Our well-designed attachments 

impress with power for sweeping, precision for brushing, and efficiency 
for pushing. Robust, versatile, and easy to operate – discover solutions 

that ensure everything stays spotless.
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KEHRBLITZ (SWEEPING BRUSH)*

Quick sweeping 
with minimal effort
The sweeping attachment provides a fast, agile,  
and low-dust solution for cleaning a variety of  
surfaces – from sand to snow. Replacement  
brushes are sold separately.

Kehrblitz (sweeping brush) – our models:

Type SB 1500 SB 2000 SB 2500 SB 3000

Overall width 1.500 mm 2.000 mm 2.500 mm 3.000 mm

Working width 1.500 mm 2.000 mm 2.500 mm 3.000 mm

Weight 160 kg 180 kg 200 kg 220 kg

	* Standard equipment includes Weidemann HV or 
Euro-Norm mounting. Other mounting systems are 
available on request for an additional charge.

Discover 
our product 
video:
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ECO SWEEPER*

Flexible cleaning 
in tight spaces
The sweeper features a compact design,  
standard collection tray with mechanical remote 
release, a beeline-patterned sweeping roller, 
and a standard 30° tilt angle.

Eco Sweeper – our models:

Type KM 1500 KM 1800 KM 2300

Overall width 1.900 mm 2.200 mm 2.600 mm

Working width 1.500 mm 1.800 mm 2.300 mm

Weight 260 kg 310 kg 380 kg

Requirements:   Required oil flow: min. 30 l / min

For extended service life

Heavy-duty support wheels
The front support wheel bears the 
most load. In total, the sweeper is 
equipped with three wheels. Can 
be retrofitted individually.

For convenient emptying

Hydraulic discharge 
The collection tray can be 
emptied conveniently via 
hydraulics from the driver’s seat 
– quickly, cleanly, and without 
having to get off.

For cleaning edge areas

Side broom 
Allows thorough cleaning in 
hard-to-reach areas such as 
edges and walkways.

OPTIONAL FEATURES ECO SWEEPER
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PROFESSIONAL SWEEPER*

High power for 
large areas
The professional sweeper is ideal for wheel loaders 
and telehandlers. It features a hot-dip galvanized hou-
sing, a 650 mm beeline honeycomb brush, a powerful 
hydraulic motor with overrun valve, and height and 
oscillation compensation.

Professional Sweeper – our models:

Typ KM 230/65 KM 180/65

Overall width 2.600 mm 2.300 mm

Working width 2.300 mm 1.800 mm

Weight 350 kg 310 kg

Requirements:   Required oil flow: min. 30 l / min

For convenient emptying

Hydraulic collection hopper
Large, hydraulically emptyable collection hopper. 
Emptying is carried out comfortably directly from the 
vehicle without getting off. In the dual system, sweeping 
is possible even with the collection hopper raised.

For cleaning side areas

Robust side broom
Enables thorough cleaning in hard-to-reach 
areas such as edges and walkways.

OPTIONAL FEATURES PROFESSIONAL SWEEPER
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Weed Brush Eco:

Type WKB 500

Length 1.600 mm

Width 700 mm

Height 700 mm

Weight 120 kg

Weed Brush Professional:

Type WKB 800

Length 1.800 mm

Width 900 mm

Height 950 mm

Weight 210 kg

WKB 500

WKB 800

	 * Standard equipment includes Weidemann HV or 
Euro-Norm mounting. Other mounting systems are 
available on request for an additional charge.

WEED BRUSH*

Weed removal 
made easy 
Our weed brushes deliver powerful cleaning 
on paved surfaces, curbs, and driveways. 
Robust, efficient, and ideal for daily use. 
Spare parts are sold separately.

Discover 
our product 
video:
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Rubber Blade – our models:

Type GS 1200 GS 1500 GS 1750 GS 2000 GS 2500 GS 2700 GS 3000

Overall width 1.200 mm 1.500 mm 1.750 mm 2.000 mm 2.500 mm 2.700 mm 3.000 mm

Weight 80 kg 90 kg 100 kg 110 kg 140 kg 150 kg 160 kg

	* Standard equipment comes with Weidemann HV 
or Euro-Norm mounting. Other mounting systems 
are available on request for an additional charge.

For a clean scraper result

Standard rubber strip
Protects floors and adapts to uneven surfaces. 
Standard on all rubber blades.

For long service life

Polyurethane strip
Abrasion-resistant and resistant to weather and 
chemicals. Durable for both indoor and outdoor use.

For clean work in every corner

Foldable corners 
The foldable corners allow precise pushing up to walls 
and into hard-to-reach areas.

For more flexible handling

Rubber strip without wire
Ideal for sensitive floors.

OPTIONAL FEATURES RUBBER BLADE

RUBBER BLADE*

Easy cleaning  
of large areas
Ideal for cleaning slatted floors, courtyards,  
silo areas, waiting yards, and for clearing snow. 
Sturdily constructed holder for optimum power 
transmission, with offset ends for greater capacity, 
galvanized as standard for standard sizes. 

	40

Sweeping, brushing, pushing



Hydraulic Rubber Scraper – our models:

Type GSH GSH 2500 GSH 2 GSH 2 2500

Overall width 2.000 mm 2.500 mm 2.000 mm 2.500 mm

Maximum Tilt Angle 795 mm 870 mm 1.060 mm 1.135 mm

Weight 150 kg 170 kg 150 kg 170 kg

Pivot point on the scraper
Suitable for snow pushing; the scraper does  
not extend significantly beyond the loader width.

Pivot point at the mount
Better suited for feeding! Pushes farther away from 
the loader (width greater than the loader possible).

DIFFERENCE BETWEEN GSH AND GSH 2 – THE PIVOT POINT MAKES THE DIFFERENCE

GSH

GSH 2

GSH 2

GSH

HYDRAULIC RUBBER SCRAPER*

Effortless, flexible 
surface cleaning
The hydraulic rubber scraper is ideal for clearing slatted 
floors, farmyards, silo areas, and snow.  
The infinitely variable hydraulic tilt adjustment  
up to 50° allows for flexible use.
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GS01-option for snow plow 

Overload protection
Protects the plow and vehicle 
from damage: If excessive 
force is exerted by obstacles, 
the plow folds forward.

GS05-option for rubber sliders

Foldable corners
Sliders with foldable corners 
on the left and right.

For effortless snow clearing

Snow plow
Lightweight snow plow with 
pendulum joint and hydraulically 
swiveling design (like GSH), 
Vulkollan strip.  
Width: 2.000 mm straight.

More volume for slurry

Rubber scraper for slurry
With an even larger scraping 
surface. Hydraulically foldable 
sides. Width: 5.000 mm.

RUBBER SCRAPER CUSTOM SOLUTIONS*

Precisely 
tailored to 
your individual 
requirements.

Flexible adaptation to the substrate

Hydraulically swiveling 
pendulum rubber scraper
Robust rubber scraper with 
pendulum joint for height 
compensation. Straight design 
as standard, optionally available 
with offset at the corners.

Additional volume for slurry

Rubber scraper for slurry
Extended approx. 1 m to 
the front – ideal for clearing 
manure pits, slatted floors, and 
paved walkways. For large 
material volumes, with hot-dip 
galvanized base frame.

GSHS 2000

Hydraulically swiveling rubber 
scraper incl. snow attachment
Includes pendulum joint to 
compensate for uneven ground, 
snow scraper for optimum clearing 
performance – deflects snow to  
the front. Straight design,  
2.000 mm width.

GSHP 2000

GSHV 5000

GSHS 2000

GSSS 2000

GSV 2000

	 * Standard equipment includes Weidemann HV or 
Euro-Norm mounting. Other mounting systems are 
available on request for an additional charge.
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Lorem ipsum.
See photos on p. 40

Rotary valve 34“

Hydraulically driven
Includes mounting hardware.

Rotary valve 34“

For grab bucket
Includes mounting hardware.

Rotary valve 34“

Standard – fixed
Includes mounting hardware.

Rotary valve 34“

Mechanically swiveling
Includes mounting hardware.

Rotary valve 34“

Tilt angle adjustment
Includes mounting hardware.

DS 34H

DS 34G

DS 34KDS 34

DSS 34

For long service life

Polyurethane strip
Abrasion-resistant and resistant to 
weather and chemicals. Durable for 
both indoor and outdoor use.

For a clean scraper result

Standard rubber strip
Protects floors and adapts to 
uneven surfaces. Standard 
on all rubber scrapers.

For more flexible handling

Rubber strip without wire
Ideal for sensitive floors.

ADDITIONAL OPTIONS RUBBER SCRAPER

ROTARY SCRAPER | FEED SCRAPER*

Effortless 
sweeping of 
feed residues 
Fast working with low wear. Designed as stan-
dard for 34“ covers (Ø approx. 1.5 m). Adjusta-
ble sweeping angle also makes it ideal for light 
material (DSK). Compact design with load-re-
sistant center of gravity. Tires not included.
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Powerful mowing.
High-performance

mulching. 
Precise cutting. 

Whether maintaining green spaces, cutting back undergrowth, or mulching 
terrain – wherever vegetation needs to be controlled, powerful tools are 

required. Our attachments for mowing, mulching, and cutting deliver clean 
results, even under demanding conditions. Powerful, durable, and efficient – 

discover technology that impresses.

	 45	

Mowing, mulching, cutting



For convenient adjustment of the mower deck

Solenoid valve 
For lockable angle adjustment  
from the loader.

ADDITIONAL OPTIONS 
DOUBLE-BLADE MOWER

DOUBLE-BLADE MOWER*

High performance  
and precise cut
The Busatis cutter bar is perfect for grass areas, 
embankments, ditches, fences, and hedges – both 
in horizontal and vertical working positions. With 
hydraulic folding and unfolding, stepless angle 
adjustment, and integrated height compensation.

Double-blade Mower – our models:

Type BALKENMAEHER BALKENMAEHERLI

Height in transport position 1.800 mm 1.800 mm

Width in transport position 1.600 mm 1.600 mm

Working width 1.500 mm 1.500 mm

Depth 600 mm 600 mm

Weight 175 kg 175 kg

cutter bar position right left

Requirements:   Required oil flow: min. 30 l / min. A flow control valve is recommended for oil flow rates above 50 l / min.

Discover 
our product 
video:

	 * Standard equipment includes Weidemann HV or 
Euro-Norm mounting. Other mounting systems are 
available on request for an additional charge.
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For optimal mulching results

Mulching kit 
Consisting of end plates and special 
mulching blades. Only suitable for very short 
grass clippings – for fine, even shredding.

ADDITIONAL OPTIONS FINISHING MOWERS

Finishing Mowers – our models:

Type JOLLY 120 JOLLY 150 JOLLY 180

Overall width 1.300 mm 1.600 mm 1.900 mm

Working width 1.200 mm 1.500 mm 1.800 mm

Height 800 mm 800 mm 800 mm

Depth 1.200 mm 1.200 mm 1.200 mm

Weight 230 kg 250 kg 280 kg

Required oil flow from 30 l / min from 40 l / min from 45 l / min

Requirements: 	   Required oil flow: min. 30–45 l / min

FINISHING MOWER*

Lawn mowing with 
maximum precision
The device features multi-stage cutting height adjust-
ment, standard height and pendulum compensation, 
and an integrated free-wheel valve. A pressure-free 
return is not absolutely necessary.

Discover 
our product 
video:
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FLAIL MOWER BIRBA*

Effortlessly tackle 
thick vegetation
For tall grass and thick vegetation, well suited to 
uneven terrain. Comes standard with support roller, 
hammer flail, and free-wheel valve. A pressure-free 
return is not absolutely necessary.

Flail Mowers Birba – our models:

Type BA 115 BA 135 BA 155

Overall width 1.300 mm 1.500 mm 1.700 mm

Working width 1.150 mm 1.350 mm 1.550 mm

Height 900 mm 900 mm 900 mm

Depth 850 mm 850 mm 850 mm

Weight 200 kg 220 kg 240 kg

Required oil flow from 30 l / min from 35 l / min from 45 l / min

Requirements: 	   Required oil flow: min. 30–45 l / min

To the left side

Mechanical  
side shift 
250 mm for BA 115 
350 mm for BA 135 
450 mm for BA 155 
20 kg additional weight

Enables hydraulic switching

6/2-way valve 
Required for hydraulic side shift if 
only one double-acting control cir-
cuit is available. Enables switching 
between two hydraulic functions. 
Power supply via three-pin plug 
required.

To the left side

Hydraulic 
side shift 
250 mm on the BA 115 
350 mm on the BA 135 
450 mm on the BA 155 
25 kg additional weight 
Note: Requires an  
additional control circuit.

ADDITIONAL OPTIONS FLAIL MOWER BIRBA

Discover 
our product 
video:
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Flail Mowers Barbi – our models:

Type BARBI160 BARBI180

Overall width 1.750 mm 2.000 mm

Working width 1.600 mm 1.800 mm

Required oil flow from 60 l / min from 90 l / min

Requirements:   Required oil flow: min. 60–90 l / min

Enables hydraulic switching

6/2-way valve
Required for hydraulic side shift if only one double-
acting control circuit is available on the loader. The 
valve enables switching between two hydraulic 
functions. Power supply via three-pin plug required.

Side shift 400 mm

Hydraulic side shift 
A 4th control circuit on the  
implement or a 6/2-way valve 
is required for operation.

ADDITIONAL OPTIONS FLAIL MOWER BARBI

FLAIL MOWER BARBI*

Performs even  
on rough terrain
Robust flail mower for wheel loaders and telescopic 
handlers. Suitable for dense vegetation and uneven ter-
rain. Equipped as standard with support roller, hammer 
flails, mechanical side shift, height compensation, and 
free-wheel valve. No pressureless return required.

	 * Standard equipment includes Weidemann HV or 
Euro-Norm mounting. Other mounting systems are 
available on request for an additional charge.
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ROTARY TILLER*

For particularly 
level tilled surfaces
Medium-duty tiller – perfect for working under bushes 
and in tight spaces. Processes turf up to 80 mm deep. 
Four curved blades per flange, side chain drive in oil 
bath, height and pendulum compensation, integrated 
free-wheel valve.

Rotary Tiller – our models:

Type W 145

Overall width 1.570 mm

Working width 1.450 mm

Height 950 mm

Depth 900 mm

Weight 225 kg

Requirements:     Required oil flow: min. 35 l / min

Type ZANONZSE 145

Overall width 1.600 mm

Weight 335 kg

Oil bath gearbox 540 l / min

Grid roller ✓

Three-point hitch Cat 1 ✓

Depth adjustment by means of a locking pin

Requirements:	   Required oil flow: min. 40 l / min

ZANONZSE 145

W 145

Discover 
our product 
video:

	 * Standard equipment includes Weidemann HV or 
Euro-Norm mounting. Other mounting systems are 
available on request for an additional charge.
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Versatile helpers 
for farm and stable.
Whether feeding, mixing, digging, or leveling – robust technology that thinks 

for itself is essential on the farm and in the barn. Our attachments cover a 
wide range of daily tasks and turn your machine into an all-rounder. Well-
designed, versatile, and ready for any challenge – for efficient processes in 

animal husbandry, care, and operation.
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DOSING BUCKET*

Quick feeding 
made easy
Ideal for feeding concentrated feed, 
grain, or pellets. With self-filling and 
standard discharge to the right. 

Protects against leakage from the bucket

Leakage flap
Spring-loaded flap. Can also be retrofitted.

Enables discharge to the left

Discharge to the left side
Discharge to the left side also possible as an option.

ADDITIONAL OPTIONS DOSING BUCKET

Dosing Bucket – our models:

Type DOS 1200 DOS 1400 DOS 1600

Overall width 1.600 mm 1.800 mm 2.000 mm

Mounting width 1.200 mm 1.400 mm 1.600 mm

Volume 0,57 m³ 0,66 m³ 0,75 m³

Weight 145 kg 160 kg 175 kg

screw diameter 160 mm 160 mm 160 mm

Requirements:   Required hydraulic connections: 1 × double-acting (DW)	   Required oil flow: min. 30 l / min

Discover 
our product 
video:

	 * Standard equipment includes Weidemann HV or 
Euro-Norm mounting. Other mounting systems are 
available on request for an additional charge.
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Lorem ipsum.POTATO SHREDDER*

Rapid potato 
shredding
Effective shredding of potatoes. With self-filling, 
integrated stone protection, and even discharge 
across the entire width downwards. 

Potato Shredder – our model:

Type HACKFRUCHT

Mounting width 1.750 mm

internal container dimensions 1.600 mm

Depth 1.250 mm

Height 950 mm

Volume 0,70 m³

Requirements:	   Required hydraulic connections: 

	 1 × double-acting (DW)

	   Required oil flow: min. 30 l / min
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EXCAVATOR ARM*

Powerful and 
versatile digging
Our excavator arms are compact, robust, and versatile – 
ideal for digging and earthworks. Comes standard with 
a 300 mm depth bucket including gravel teeth. Includes 
a 6/2 directional control valve for bucket and swing 
functions. Special solutions are available on request. 

For larger projects

Clearing bucket
Width: 700 mm

ADDITIONAL OPTIONS EXCAVATOR ARM

Excavator Arm – our models:

Type BAGGERARM1 BAGGERARM2

trench depth 1.200 mm 1.450 mm

Width 750 mm 750 mm

Height 700 mm 700 mm

Weight 150 kg 150 kg

Hydraulically swivels to the side yes no

Requirements:	   Required hydraulic connections: 1 × double-acting (DW)	   Required oil flow: min. 30 l / min

	   Required power connection: 1 × 12V, 2-pin (only BAGGERARM1)

Discover 
our product 
video:

	 * Standard equipment includes Weidemann HV or 
Euro-Norm mounting. Other mounting systems are 
available on request for an additional charge.

BAGGERARM2
BAGGERARM1
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For particularly deep holes

Drill extension 
Robust 500 mm extension without 
screw thread, ideal for increasing 
depth with existing drill spindle.

For splitting wood

Cone splitter
Wood splitter cone 150 mm × 350 mm,  
with wear tip and adapter. 

ADDITIONAL OPTIONS EARTH AUGER

Earth Auger – our basic tool:

Type MX 0005

Overall width 740 mm

Depth (working position) 1.000 mm

Weight 140 kg

Requirements:	   Required hydraulic connections: 

	 1 × double-acting (DW)

	   Required oil flow: min. 30 l / min

Earth Augers – our auger bits:

Type 111-EB-BO120 111-EB-BO150 111-EB-BO200 111-EB-BO250 111-EB-BO300 111-EB-BO450

Diameter 120 mm 150 mm 200 mm 250 mm 300 mm 450 mm

Depth 1.000 mm 1.000 mm 1.000 mm 1.000 mm 1.000 mm 1.000 mm

Weight 19 kg 20 kg 22 kg 24 kg 26 kg 32 kg

BASIC UNIT

EARTH AUGER*

Precision drilling
Earth auger with torque-enhanced oil motor and 
3:1 gearbox for fast excavation and optimum visi-
bility. Suitable for drilling close to obstacles. Comes 
standard with 300 × 900 mm drill spindle, screw-on 
interchangeable cutting edge and tip, and clockwise/
counterclockwise rotation.

CONE SPLITTER

AUGER BIT

EXTENSION
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SLATTED FLOOR MIXER*

Precise 
slurry mixing
For precise slurry mixing – even in 
hard-to-reach areas. No manual lifting 
or lowering required. Comes standard 
with flushing channel and side slide.

SOIL RIPPER*

Effortlessly 
loosen soil
Ideal for loosening hard, compacted soil 
and subsoil. Perfect in combination with the 
land leveler: first tear up, then smooth out.

Soil Ripper – our model:

Type BODENAUFREISSER

Weight 135 kg

Slatted Floor Mixer – our model:

Type Transport Position

Width 1.200 mm 

Depth 1.950 mm

Height 800 mm

Weight 60 kg

BALE CLAMP*

Transport round 
bales safely
Our round bale clamp is the perfect solution 
for the safe and gentle transport of silage, 
hay, and straw bales.

Bale Clamp – our model:

Type BALLENZANGE

Maximum bale diameter 1.600 mm

Slatted Floor Mixer – our swords:

Type SM 130 SM 165

Blade length 1.300 mm 1.650 mm

Weight 60 kg 70 kg

Requirements:	   Required hydraulic connections: 

	 1 × double-acting (DW)

	   Required oil flow: min. 30 l / min
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Lorem ipsum.LAND LEVELER*

Leveling  
versatile surfaces
The land leveler can be used to quickly and effi-
ciently smooth various surfaces and materials such 
as sand, soil, or gravel. Ideal for construction, garde-
ning, and landscaping.

Land Levelers – our models:

Type BODENPLANER 120 BODENPLANER 140 BODENPLANER 160

Overall width 1.200 mm 1.400 mm 1.600 mm

Weight 140 kg 155 kg 170 kg

RIDING ARENA LEVELER*

Precise leveling  
of riding arenas
Attachment for leveling riding arenas and riding 
tracks. Galvanized as standard for optimum 
protection against corrosion. The harrow tines are 
interchangeable and ensure even loosening and 
smoothing of the ground.

Riding Arena Levelers – our models:

Type RBP 1500 RBP 2000

Overall width 1.500 mm 2.000 mm

Height 900 mm 900 mm

Depth 1.300 mm 1.300 mm

Weight 140 kg 170 kg

	* Standard equipment includes Weidemann HV or 
Euro-Norm mounting. Other mounting systems are 
available on request for an additional charge.
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ADAPTER FRAMES

Perfect connection. 
Maximum compatibility.
Adapter frames enable the maneuvering of attachments with third-party mounts – quickly, 
safely, and with a perfect fit. The short design keeps the attachment‘s center of gravity 
close to the carrier vehicle. The robust construction ensures durability in daily use. 
Special solutions and hydraulic locks are also available on request.

Euronorm on Weidemann HV

Adapter frame
Weidemann HV on Euronorm

Adapter frame
Weidemann HV on three-point Cat II

Adapter frame
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D. Mehrtens Maschinentechnik GmbH 

Since our founding in 1999, we have placed great  
importance on constructive, direct, and honest 
communication with our customers. You describe  
your problem to us, and we solve it. Competently, 
promptly, and without complications.  
 
Our decades of experience in mechanical en-
gineering, in the manufacture of MEHRTENS 
attachments, as well as in sales and service, in 
repairs and in the spare parts market for the WEI-
DEMANN and TAKEUCHI brands benefit us, you, 
and your solution.

WE ARE A FAMILY-OWNED COMPANY 
WITH A MISSION STATEMENT:

Honest.  
Friendly. 
Competent.

WE SPECIALIZE 
IN PRACTICAL 
SOLUTIONS.
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